


ARTMEDIA GAATON

XL 16 Readers

There is an XL-16 model suitable for
all 16mm viewing requirements:

XL16(0.S.)
Motorized 16mm microfilm reader with
manual loading for Open Spool film.

XL160

Motorized 16mm microfilm reader with
automatic M cartridge loading and
odometer mechanical counter.

XL16B

Includes sensor in film gate for electronic
blip or frame counting with 4 digit LED
display.

MYV 16 ANSI - NB
Motorized 16mm microfilm reader with
automatic ANSI clip loading.

MV 16 ANSI - B

Includes sensor in film gate for electronic
blip or frame counting with 4 digit LED
display.

XL 16 RS & MV 16 ANSI - RS
Comes complete with built-in Retrieval
& Data Entry System with multi-
functional modes. With RS232 outlet
& interface cable.

XL-16 O

SPECIFICATIONS

Overall Dimensions (WxDxH )(mm) 365x530x580
(standard hood).

Desk Space (WxXD)(mm) 320x368

Screen Size (WxH)(mm)

280x280 (11"x11")
optional large screen: 360x360 (14"x 147).

Weight (approx.) 10 Kg.
Magnifications 21x, 28x, 35x
27x, 35x, 42x with optional screen.
Electrical 110/20V, 60Hz or 220/40V, 50Hz
HI-LO intensity switch, Fan cooled.
Lamp (D.E.D.) 13.8V 85W Halogen

SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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