




















Type
Document feeding

Document sizes

Document thickness

Feeder Capacity

Scanning element
Light source

Scanning modes

Scanning speeds*

SpecificationsDR-2050C

Desktop sheetfed scanner

Automatic sheet feeding

Width: 55 - 216 mm

Length: 70 - 355 mm up to 297 mm when feeding
multiple sheets at once

Separation ON: 0.06 - 0.15 mm /
Separation OFF: 0.05 - 0.2 mm

50 sheets of fine quality paper or copier paper
10 sheets of stiff, soft or high friction paper

Contact Image Sensor (CMOS)
LED (red, green and blue)
Resolutions (dpi): 600 x 600, 400 x 400,

300 x 300, 240 x 240, 200 x 200, 150 x 150, 100 x 100

Black & White: Error Diffusion, Text Enhanced
(Simplex, Duplex in each mode)

8-bit grayscale: (Simplex, Duplex)

24-bit colour: (Simplex, Duplex)

(A4 portrait, Binary or Greyscale):
200 x 200 dpi: 20 ppm (Simplex), 39 ipm (Duplex)
300 x 300 dpi: 11 ppm (Simplex), 21 ipm (Duplex)

Feeding mode
Interface

Image Compression
Device driver

Utility Software

Other functions

Power requirements
Power consumption
Dimensions (WxDxH)
Weight

Options/Consumables

Normal/Auto/Panel

USB 2.0

CCITT Group 4, JPEG, PDF, BMP, TIFF

ISIS & TWAIN

CapturePerfect, Adobe Acrobat, ScanS&fOmniPage™ SE (OCR)
Colour Dropout, Deskew, Automatic Page Size

Detection, Skip Blank Page, Border Removal, Prescan,
Gamma Compensation, Batch Separation, User Preferences
220 - 240V, 50/60HZ

17W or less
Feed tray closed: 298 x 100 x 197 mm

2.5 kg (AC adapter not included)

Exchange Roller Kit

400 x 400 dpi: 7 ppm (Simplex), 13 ipm (Duplex)
600 x 600 dpi: 3 ppm (Simplex), 7 ipm (Duplex)
(A4 portrait, 24-bit Colour):

100 x 100 dpi: 18 ppm (Simplex), 36 ipm (Duplex)

*Scanning speeds can vary depending on PC configuration

All company and/or product names are trad ks and/or regi: i
in their markets and/or countries.

Canon reserves the right to change specifications without notice.

ks of their respective manufacturers
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200 x 200 dpi: 7 ppm (Simplex), 12 ipm (Duplex)
300 x 300 dpi: 4 ppm (Simplex), 7 ipm (Duplex)
400 x 400 dpi: 2 ppm (Simplex), 4 ipm (Duplex)
600 x 600 dpi: 1 ppm (Simplex), 1ipm (Duplex)
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