


Optical resolution
| Active Scanning width and length
_ Software

' Scanning accuracy
.Expos:.lre and optics

Produktinformation

' Colour and image processing

Functions

Page splitting

| Depth of colour

' Depth of focus

| Foot switch
Lowering the book
 Thickness of master
Output modes

Interface
 Data output
CCD-cameras

'Dimensions (L x W x H)

| Surrounding conditions and
| current consumption

|Hirﬁmmrcm

400 dpifoptionally 600 dpi

91,4 cmy/60 cm

EasyScan or PROView with powerful image processing tools;
optionally: calibrating and colour management, copying, word

recognition
+/-0,1 % plus a digital rounding error +/-0,1 pixel

Low-UV and colour-matched daylight fluorescent tube
apochromatic lenses

Gamma, brightness and contrast (for each colour channel);
white point and black point

Automatic or manual black-treshold correction
automatic whitebalance
Autofocus

Automatically, with or without overlap

30 bit

5 cm |
For operating the book cradle and releasing the scanning
Automatically or manually I
25 cm, optionally 45 cm

24-bit-RGB-colours

8-bit-grey scale ,
TCP-IP

All standard Image formats |

2 cameras with ?,3“(] PIXE'E each colour: ScannTECH 401i
optionally 3 cameras with 7,300 pixels each colour: ScannTECH 6011 |

122cmx95cm x 123 cm |

5~30° C, 15~85 % relative humidity, non-condensing
200~250 VAC (automatical recognition), 47~63 Hz, 250 VA

Working memory 1,024 MB (for A1) and 2,048 MB (for AD) ‘
i Kol

Up-to-date Intel/AMD-CPU
Windows 2000, Windows XP
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